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NOTES:
1. CABLE AND BELL PEDESTALS ARE TO BE ALIGNED WITH LIGHT STANDARDS. ——40mm  HL3 SURFACE
2. 'SINGLE LOADED’ AND 'DOUBLE LOADED' REFERS TO BUILDINGS FRONTING THE ——100mm HL8 BINDER
R.O.W. ON EITHER ONE OR BOTH SIDES; NOT TO SIDEWALK LOCATIONS. ——150mm 19mm LIMESTONE
3. SIDEWALK IS TO BE INSTALLED ON BOTH SIDES OF THE R.O.W. UNLESS ——375mm GRAN. B" TYPE I
OTHERWISE JUSTIFIED BY THE PEDESTRIAN ROUTING PLAN. 665mm  TOTAL
4. ELECTRICAL TRANSFORMERS ARE PERMITTED ON EITHER SIDE OF THE R.O.W.
5

PARKING IS RECOMMENDED ONLY ON ONE SIDE OF THE ROAD, OPPOSITE THE SIDE WITH DRIVEWAYS.

it oy a5 | STREET E:
Tol (094753080 | FROM STREET B (PAN AM BOULEVARD) TO LOT 57
www.DSEL .ca STREET C

MILTON LAND FOUR - MILTON
EDUCATION VILLAGE

STANDARD ROW SECTION (18M)

TOWN OF MILTON

SCALE: NTS PROJECT No.:

26-1511

DATE:

JUL 2026 |FIGURE:

8




	Sheets and Views
	8 STANDARD ROW SECTION (18M)


